MaxiPure®

ULTRAVIOLET DISINFECTION SYSTEM

Chemical free
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MaxiPure’

Ultra Series / UltraPro Series
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. Ultra and UltraPro series are manufactured for comercial and industrial
applications. Made in U.S.A lamp for long lifetime and excellent effeciency

EQUIPMENT I FEATURE |

el E Ak e 4-Log (99.99%) Reduction in Bacteria, Viruses and

e Lamp Operation Indicators
Protozoan Cysts

e Made in U.S.Alamp
e UV Lamp Rated Life 10000 Hours
® Plastic / S.S Electrical Control Box
e Electro-Polished 304SS Reactor Chamber(316SS

Available on Request)

OPERATING PARAMETERS I
°

e CE Certification

Application I

® Pharmaceutical

Installstion: Vertical or Horizontal

® Max. Operating Pressure:125 psi (8.62 bar)

Ambient Water Temperature: 2-40°C(36-104°F)
® [ron: < 0.3ppm(0.3mg/L)

® Hardness: < 7gpg(120mg/L)

Hospital

Turbidity: <1 NTU

After Mix Bed system

UV Transmittance: > 75%

After desalination

100V~250V / 50~60Hz

Pond system

Typical Intallation
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Installation I

During installation, please follow the installation steps in owner's manual.

MaxiPure®

Example below is a typical installation of UV disinfecion system.

304 Stainless Steel Reactors

(316 Available on Request)
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End Aluminum Nut

FLOW RATE (U.S.gpm)

Lamp Made In USA

Grounding Lug
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UV DOSE(mJicmt) Note: dosages based on 95% UVT at end of lamp life(EOL)
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Lamp Socket
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O-Ring T UV Lamp
Gland Connector
Quartz Sleeve

FLOW RATE (U.S.gpm)

Worldwide Patent Number:7,604,505

Gland Aluminum Nut

UVS-03150

V503125

UV5-03100

10 20 30 40 50 60
UV DOSE(mJicm)  Note: dosages based on 95% UVT at end of lamp life(EOL)
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Ultra St"éries
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12GPM 24GPM 35GPM 50GPM 60GPM 75GPM 100GPM  125GPM  150GPM

5 SPECIFICATIONS

Flow rate @mehr)  (6m¥h)  (@m¥hr)  (1m¥h)  (14m¥hr) (17m%h) (23m¥hr) (28m¥hr)  (34mdhr)
Inlet/outlet port T'MNPT  1"MNPT  1-1/2’MNPT 1-1/2’MNPT 2'Flange  2'Flange  3'Flange  3'Flange  3'Flange
Dimension(mm) 919x180x259 919x180x271 919x250x350 919x250x369 919x320x369 919x320x369 919x320x454 919x320x454 919x320x454
Lamp part # UVL-02-E36LS UVL-02-THO36LS

Quartz Sleeve part # UvQ-01-0900

Ballasts controller UVB-03A-250(0.42A) UVB-03B-250(0.8A)

No. of lamp/Quartz Sleeve 1 2 3 4 & & 4 5 6

UltraPro Series

B par 04190 | 04240 | 04290 04380 | 04436 | 04480 | 04580
ol
Inlet/outlet port 4’Flange 4’Flange 4’Flange 4’Flange 6”Flange 6”Flange 6"Flange 6”Flange
Dimension(mm) 1727x280x712 1727x330x712
Lamp part # UVL-02-THO64LS
Quartz Sleeve part # uvQ-01-1575
Ballasts controller UVB-04-250(1.1A)

No. of lamp/Quartz Sleeve 4 5 6 7 8 9 10 12

® Flow Rate Stated at 30mJ/cm? based on 95% U‘((T]EOL (End of Lamp Life )

Warranty ultraviolet disinfection systems carry a ONE year warranty on the stainless steel reactor chamber, a one year warranty

on UV lamp, quartz sleeve and otherw.
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Please contact for more information
== V.23.09




